
WW22222

WW22222 - Mineral Surfaced Base Sheet is a fire rated, granule 
surfaced base sheet meeting the requirements of ASTM D 3909 
and Federal Specification SS-R-602D, Class 3.  The glass mat is 
impregnated and coated with a lightly modified rubberized asphalt 
and fire retardant fillers, and surfaced with mineral/ceramic color 
coated granules. Applied inverted with cold process adhesive.
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Mineral Surfaced Base Sheet

PERFORMANCE
PROPERTY VALUE

Appearance: Fabric

Color: Black

Flash Point: >212F

Maximum VOC: 0 g/l Calculated

Maximum VOS: 0 lbs/gal

CERTIFICATIONSCERTIFICATIONS

Packaging:
39.4 in. X 33 ft. Rolls, 25 rolls per pallet

MORE INFO



Warranty:
Notwithstanding its usage as a component in a No Dollar Limit (NDL) guaranteed roof system, we, the 
manufacturer, warrant only that this product is free of defects for a period of twelve (12) months from 
date of original purchase. Many factors may affect the final results obtained from this product, including 
but not limited to: weather, workmanship, application equipment and prior condition of the application 
substrate. Proof of purchase is required.

DISCLAIMER OF WARRANTIES AND LIMITATION OF LIABILITY: THIS LIMITED WARRANTY IS IN LIEU OF ANY OTHER WARRANTIES 
EXPRESS OR IMPLIED INCLUDING BUT NOT LIMITED TO ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FOR A PARTICULAR 
PURPOSE. MANUFACTURER SHALL HAVE NO LIABILITY OF ANY KIND BEYOND PRODUCT REPLACEMENT, INCLUDING FOR 
CONSEQUENTIAL OR INCIDENTAL DAMAGES RESULTING FROM ANY DEFECTS OR ANY DELAYS CAUSED BY REPLACEMENT OR 
OTHERWISE. THIS LIMITED WARRANTY PROVIDES THE PURCHASER’S EXCLUSIVE REMEDY FOR ANY DEFECT IN THE PRODUCT.

Re
vi

se
d:

 3
/1

8/
20

24
W

W
TD

S-
00

1.
pd

f

Coverage:

Approximately 100 square feet per roll.

Surface Preparation:

The substrate surface must be smooth enough to prevent puncturing of the buffer layer under normal 

roof traffic.

Application:

Application details as specified for each project must be followed as they will vary to suit project 

conditions. Cut the rolls into lengths suitable for application and laid flat to eliminate curl. Unless 

otherwise specified, this buffer layer is laid mineral side down with 2” side laps and 4” end laps and 

nailed to nailable decks or spot-adhered, cold or hot method, to non-nailable decks and certain 

insulation boards.

Cleanup:

Warnings:

This product contains detectable amounts of chemicals known to the State of California to cause 

cancer, or birth defects or other reproductive harm. Employers should obtain a copy of the Material 

Safety Data Sheet (MSDS) from your supplier or directly from WeatherWeld at the toll free number or 

website below.
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